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Section 1
Introduction

1.1 Purpose

This module provides the performance parameters for the Deep Space Network (DSN) 34m
Beam Waveguide (BWG) antennas that are necessary to perform the nominmabélesig
telecommunications link. It also summarizes the capabilities of these antennas for mission
planning purposes and for comparison with other ground station antennas.

Because of the large number of BWG antennas, the four frequency bands, and thentdoeye
of operating modes and configurations, the reader will find it helpful to refer to Table A
through Table A4, in addition toTable ] to keep the capabilities and differences among the
antennas clear. Reference to the antenna block diagfagouse(1throughFigure6) will clearly
show the microwave equipment configurations

1.2 Scope

The scope of this module is limited to providing those parameters that characterize the RF
performance of the 3meter BWG antennas, including the effects of weather lionited

number of weather conditions. A more complete discussion of weather effects is given in module
105, Atmospheric and Environmental Effects. This module does not discuss mechanical
restrictions on antenna performance covered in module 302, Antesitimifing.

11
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Section 2
General Information

The 34meter diameter BWG (beam waveguide) antennas are the latest generation of antennas
built for use in the DSN. These antennas differ from more conventional antennas (for example,
the 34meter HEFantennas, described in module 103) in the fact that a series of mirrors,
approximately 2.4 meters in diameter, direct microwave energy from the region above the main
reflector to a location in a pedestal room at the base of the antenna. The pedestlgoatad
below the azimuth track of the antenna anoel®w ground level.

Il n this configuration, several Apositionso of
room can be accessed by rotation of an ellipsoidal mirror located in the center ediélstap

room floor beneath the azimuth axis of the antenna. This enables great versatility of design and
allows tracking with equipment at one position while equipment installation or maintenance is
carried out at the other positions. Since cryogenicroise amplifiers (LNAS) do not tip as they

do when located above the elevation axis, certain-efatee-art, ultra-low noise amplifier

(ULNA) and feed designs can be implemented.

The capabilities of each antenna differ depending on the microwave, tiamgnaihd receiving
equipment installed. A summary of these differences is providédhte 1 Functional block

diagrams for each antenna are provideBigure 1throughFigure6. In general, each antenna

hasat leasbne LNA for each supported frequertlzgnd. However, stations that can support
simultaneous right circular polarization (RCP) and left circular polarization (LCP) in the same
band have an LNA for each. In addition, the stations that suppdyaK@contain an additional

LNA to enable monopuéstracking when using RCP polarization. Each antenna also has at least
one transmitter. Antennas with more than one transmitter can operate only one of them at a time.
DSS25 is an exception and has a-Bandtransmitter that can be operated at the same &s its
X-bandtransmitter.

There ardour stations DSS 24, -34, -36,and-54, that are capable of receiving selectable (one
polarization at a time) RCP or LCP ab8nd DSS24,-34, and-54 are alsacapable of
simultaneouslywith S-band or independently receiving selectable (one polarization at a time)
RCP or LCP at Xanddue to the fact that there is ordysingleLNA at DSS24, and a singlX-
band downcoverterat DSS24,-34, and-54. The remaining BWG stationBSS 25, -26, -35, -

36, and-55, can receive both ¥andpolarizations simultaneously.-Band(26 GHz) receive
capability with selectable (one polarization at a time) RCP or LCP exiBiS%24,DSS 34,
andDSS54. Ka-bandcapability, including monopuls@assisted tracking of & signalsexists at
DSS25,-26, -34, -35,-36,-54, and-55. DSS 26, -34, -35,-36,-54, and-55 can also receive ka
bandRCP and_CP simultaneously for radio science investigatiomghout monopulse assisted
tracking DSS25 cannoteceive KabandLCP.

The 26 GHz receive capability can be used ind
bandcapability to provide a highate return link capability for spacecraft operating at less than 2

3 108 km (neafEarth) ranges. A low gain mode is incldd® accommodate high signal levels

that are expected during the early pasinch phase of 26 GHz missions. Neither thieaxd

receive capability at DS34, nor the Xbandor Ka-bandreceive capabilities &2SS 34 and-54

are available when Handreceiveis being used at these statiofke retractable mirror over the

X-bandor X/Ka-bandfeeds must be retracted ford&ndreception S-band performance in the

12
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S/X and S/K modes is identicallhe Sband transmitter at DSS6 is 250 W(usable only for
nearearth applications)and the $and transmitters at DSB!,-34,-54 are 20 kW.TheseS
band transmittersand the Xbandtransmittes at DSS24 and-25, are coupled into the
microwave path using a frequensglective diplexer. Because the diplexareases the
operating systemoisetemperature, a nediplexed pattor receiveonly operation is provided
at all of these antennabhe X-banddiplexing function at DS&6,-34, -35,-36,-54, and-55is
accomplished using the frequersglective charderistics of the feed in conjunction with an
external polarizing network. This technique does not affect the operating system tempsyature
they are considered to be always diplexed and no fowise nordiplexed configuration is
necessary or availabléll BWG antennas have a 20 kW-band transmitter; and additionally,
DSS26 has an 80 kW transmitter which bee available in June 201%ee Section 3 for the
schedule of 80 kWkansmitter additions ttuture antennaBSS 33 (Canberrapnd DSS53
(Madrid).

When an $and uplink is required, the receiveéb&nd polarization must be the same as is

being transmitted. band uplinks can be of either polarization independent of the polarization or
polarizations of any signals being receiveebahd uplinksare not available in conjunction with
S-band downlinks due to bandwidth restrictions of the S/X dichroic plate. This dichroic plate
must be retracted for-Kand uplink operation, and thusbh&nd downlink is no longer available.

DSS24,-34,-36, and-54 have a retractable S/X dichroic plate to enable operation in an S/X
downlink mode, or Xonly if the dichroic plate is retracted. Additionally, D38&,-34,-54 also
have a retractable S/K (S/26 GHz) dichroic plate for operation in an S/K moderdy K the
dichroic plate is retracted. When operating in the S/X mode, and the S/X dichroic is being
retracted to enable-Kplink operation, there will be about a one minute interruption-of X
downlink due to the blockage and/or rpigsitioning of the dichroiclpte.

The Sbandtransmitters abSS24,-34, -36,and-54, when operated near their maximum power
rating, produce sufficient ¥Bharmonic power to adversely affect telemetry reception in the 26
GHz band. Mission designers selecting an uplink frequency between 2025 and 2076.9 MHz and
requiring a radiated power in excess of 5.0 kW should select a downlink frequency such that the
130 harmonic of the uplink frequency does not fall within the bandwidth required for their
telemetry.

When simultaneous -¥anduplink and downlink of the same polarization are required at stations
with waveguide diplexerddSS24 andDSS25), reception mustdthrough the diplexer, and the
noise will be increased over that of the ribplexed pathDSS25 hagwo X-bandLNAs and

can receive simultaneous RCP and LCP, although one of the signals will be via-thiplexed

path and the other will be via the iped pathDSS 26, -34, -35, -36, -54, and-55 also have

two X-bandLNAs, one for each polarization. As these stations do not have waveguide diplexers,
thesystem noise temperatureeach polarization is approximately the same. Although there are
two X-bandLNAs atDSS 34 andDSS54, there is onlasinglechannel Xband downconverter
thussimultaneous RCP and LCP reception is not possible.

Additionally, all BWG antennas offeralegai n mode (120 dB) for wuse
power levels for spacecraft near the Earth. Xhand Kabandlow-gain equipment is not

shown in the antenraock diagrams in this module (onlytband isfor DSS24,-34, and-54).

Reference to thBIEF antenna block diagrams of 8205 module 1083vill show theX-band
low-gainequipment for those antennas.

13
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2.1 Telecommunications Parameters

The significant parameters of the-B¥eter BWG antennas that influence tiesign of the
telecommunications link are listed Trable 2throughTable 9 Variations of these parameters

that are inherent in the design of the antennas are discussed below. Other factors that degrade
link performance are discussed in modules 105 (Apheric and Environmental Effects) and

106 (Solar Corona and Solar Wind Effects).

The values in these tables do not include the effects of the atmosphere. However, the attenuation
and noisgemperature effects of weather for three specific weather comgliie included in the
figures at the end of the module so that they may be used for a quick estimate of
telecommunications link performance for those specific conditions, without reference to module
105. For detailed design control table use, the morgpeimensive and detailed, X-, K-, and
Ka-bandweather effects models (for weather conditions up to 99% cumulative distribution) in
module 105 should be used.

2.11 Antenna Gain Variation

Because the gain is referenced to the feedhorn aperture, such itepis>ersiand waveguide

runs to alternateNAsthatar e fidownstreamo (below the feedho
do not affect the gain at the reference plane
aperture cause a reduction in gain.

2.1.1.1 Frequency Effects

Antenna gains are specified at the indicated frequdggLyHor operation at higher or lower
frequencies in the same band, the gain (dBi) must be increased or reduced, respectively, by 20

log (f/fg).

2.1.1.2 Elevation Angle Effects

Structural deformation causes a reduction in gain when the antenna is operated at an elevation
angle other than where the reflector panels were aligned. The effective gain of the antenna also is
reduced by atmospheric attenuation, which is a functioneeiibn.Figure7 through Figure23

show representative curves of gain versus elevation angle for selected stations and
configurations. The gain curves show the hypothetical vacuum (no atmosphere) condition, and
the gain with 0%, 50%, and 90% weather ctnds, designated as CD (cumulative distribution)

= 0.00, 0.50, and 0.90. 0% means minimum weather effect (exceeded 100% of the time); 90%
means that effect which is exceeded only 10% of the time. Qualitatively, 0% corresponds to the
driest, lowesioss cadition of the atmosphere; 25% corresponds to average clear; 50%
corresponds to humid or very light clouds; and 90% corresponds to very cloudy, but with no rain.
Appendix A provides the complete set of parameters from which these curves were created.
Theseparameters, in combination with the weather effects parameters from module 105, can be
used to calculate the gain versus elevation angle curve for any antenna, in any configuration, for
weather conditions up to 99% CD.
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2.1.1.3 Wind Effects

A study of trackingdata from the Kepler spacecraft at-Bandduring windy conditions shows
minimal effects on gain degradation (due to structural deformation of the antenna) and pointing
loss (due to gusty winds of varying direction). A realistic upper limit of these £tieé&taband

can be considered to BeBdB for wind speeds up to 50 km/hr. The effects-aix§ and k

bands, all lower frequencies, are expected to be even less tharbandaCumulative

probability distributions of wind velocity at Goldstone are give module 105. At Goldstone,

the windiest of the DSN antenna locations, 50 km/hr wind is exceeded about 2% of the year and
5% of the worst month (April). An estimate of these effects aX$§ K-, and Kaband at wind

speeds of 10, 30, and 50 km/hr®®n inTable 8

2.1.2 System Noise Temperature Variation

The operating system temperatufg,f varies as a function of elevation angle due to changes in

the path length through the atmosphere and ground noise received by the sidelobe pattern of the
antennaFigure 2 throughFigure40 show the combined effects of these factors for the same set
of stations and configurations selected above. The figures show the antenna and microwave
contribution alone, and also the system operating noise tempergjyrevith 0%, 50%, and

90% weather conditions. The equations and parameters for these curves are provided in
Appendix A2 and can be used, in combination with the weather effects parameters from module
105, to calculate the system temperature versus elevation oueyfantenna, in any

configuration, for weather conditions up to 99% CD. The values of zenith atmospheric
attenuationA,.,) used in generating these figures are givehable AS.

The system operating noise temperatiligg, consists of two parts, @amtennamicrowave
componentT apws fOr the contribution of the antenna and microwave hardware only, skyl a
componentTy,, that consists of the atmosphere noise, plus the cosmic microwave background

(CMB) noise attenuated by the atmosphere [Bggyyis shown inFigure20 throughFigure34
as NHNBWYO. The system operating noise temperat

Too()= Tamw* Ty [T+ T8 J# [T ) v (4)]

where
T,, T, anda are coefficients and exponent givenAppendix A Table A1
throughTable A4
Tamis the atmosphere contribution term, calculated from Module 105

T'cmg is the attenuated cosmic contribution, calculated from Module 105

More details of thigalculation are given in Appendix A of this module.

The T\ Noise temperature valuesTiable SthroughTable 9are stated with reference to the

feedhorn aperture and arise from antenna and microwave hardware contribution only. No
atmosphere or cosmic dayround contribution is includedlable 9presents values iy

Tsky andT,, for all antenna frequencies and configurations at zenith, with avetegeCD =
0.25 weather. The values ©f,,in Table 9are calculated by methods presented in Module 105,
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using yeataverage attenuation values of that module. The valudg.qiised in calculatin@sky
for CD = 25% average clear weather are givenahle AS5.

At DSS 36, the addition of quadripod leg shiglw reduce transmitted power in the near field

has resulted in@awwwi t h a s nohdbdut 45 K at XAgard and 1 K at khand n the
elevation range of-62 degreesNormal exponential curve fitting to the data attempts to
minimize theTop errorwhen creating a system noise temperature model for 90% CD weather, a
model which is typically used in telecom link design. The rangeg#rrors of this model in the
6-12 degree elevation range is 0.1 dB low (optimistic) to 0.2 dB high (pessimisigfelt that
these low errors are acceptable for typical telecom link design.

System noise temperature increases in thegaiw mode can be approximated for telecom
modeling purposes as +20 K athénd,+180 K at kband,and +70 K at Keband.

2.1.3 Antenna Pointing

2.1.3.1 Pointing Accuracy

The pointing accuracy of an antenna, often referred to bBritbpointingperformance, is the

difference between the calculated (or commanded) beam direction and the actual beam direction.
The error is typically random (after the syst
pointing model 0) a nmbjorcaegorids.elhediistwof tribse thcludesthe t wo
computational errors and uncertainties associated with the radio sources used to calibrate the
antenna, and the location of the spacecraft provided by its navigation team. The second has many
components a®ciated with converting a calculated beam direction to the physical positioning of

a large mechanical structure. Included are such things as atmospheric wind and refraction effects,
servo and encoder errors, thermally and gravitationally induced stiudédoamation, azimuth

track leveling (for an azimutblevation antenna), and both seismic and diurnal ground tilt.

Blind pointing is modeled by assuming equal pointing performance in the elevation (EL) and
crosselevation (XEL) directions. That is, thendom pointing errors in each direction have
uncorrelated Gaussian distributions with the same standard deviation. This results in a Rayleigh
distribution for pointing error where the mean radial error is 1.2533 times the standard deviation
of the EL and XEL components. For a Rayleigh distribution, the probability that the pointing
error will be less than or equal to the mean radial error is 54.4%. Conversely, the probability that
the mean radial error will be exceeded is 45.6%.

810-005 module 302AntennaPositioning)presents blind pointing performance (mean radial
error) for the DSN antennas
2.1.3.2 Pointing Loss

Figure41throughFigure43 show the effects of pointing error on effective transmit and receive
gain of the antenna. These curves are Gauagigroximations based on measured and predicted
antenna beamwidths. The equations used to derive the curves are provided in Apfndix A.
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2.1.3.3 Monopulse-aided Pointing

Ka-bandmonopulseaided pointing uses a monopulse tracking coupler within the cryogenic feed
package to establish a feed pattern with a theoretical null on axis. The magnitude of the pointing
error is proportional to the magnitude of the signal received by this pattern and the azimuthal
error is proportional to the phase difference between theasdndifference outputs of the

coupler. Thus, by measuring the complex ratio of the sum and difference signals, pointing
corrections can be generated to instruct the antenna servo system to drive the pointing error to
zero. The system achieves its specifiedformance when the ratio of the signal in the sum

channel (that is, the signal from which tracking and telemetry information will be derived) to the
noise level in the difference channel is 26idB.

2.1.3.4 Ka-Band Aberration Correction

The extremely narrow laenwidth at Ka band requires that a-Banduplink signal be aimed at

where the spacecraft will be when the signal arrives, while simultaneously receiving a signal that
left the spacecraft one oney lighttime previously. This is accomplished by mounting Ka
bandtransmit feed aDSS25 on a movable X platform that can displace the transmitted beam

as much as 30 millidegrees from the received beam.

DSS25 is the only antenna with a Kendtransmit capability. The fact that the transmit feed is
displaced from its optimum focus causes the gain reduction depicteédune44. The equation
used to generate this curve is provided in Appendix A.

2.1.3.5 X-Band Acquisition

A 1.2-m X-bandacquisition antenna and receiver has been installed at the apex (above the
subreflector) of th®SS24,DSS34, andDSS54 antennas. The acquisition receiver employs

the monopulse technique to develop pointing commands for the antenna during the launch phase
when launch time and trajectory uncertainties make prddietn pointhg impractical. During
acquisition, the acquisition system is responsible for antenna pointing, however forward and
return link services are provided by the main antenna beam. The characteristics of the acquisition
antennaare given inTable 6(for DSS24) and inTable 7(for DSS34 andDSS54).
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Section 3
Proposed Capabilities

The DSN is in the process of increasing the number of 34m BWG antefutaseBWG
antennas will be:

DSS56 (Madrid), 3/2020(S up/down, X up/down, K down, Ka down)
DSS53 (Madrd), 11/202Q (X up/down, Ka down)

DSS23 (Goldstone), 10/2022, (X up/down, Ka up/down)

DSS33 (Canberra), 10/2@2 (X up/down, Ka down)

DSS23,DSS33, and DSS53 will be implemented withboth 20 kWand 80 kW X-band
transmittes onthe dateshown above.

DSS26 (Goldstone) will receive-Band up/down at the end of 2013SS 25 (Goldstone) will

receive an X/X/Kaband feed irv/2018. DSS35 (Canberra) and DSSb (Madrid) will receive

800 W Kaband uplink capability i12/2020 and /2021, respectively DSS25 will receive an
800 W Kaband uplink in12/2022.
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Table 1. Summary of Available Configurations for Each Antenna
Downlink
Configuration Uplink* Remarks
Band Polarization
DSS-24 (BWG)
S-Up, S-Down S, 17.4 kW S RCP or LCP Transmit and receive
polarizations must be the same
s | reparicp |A Standuanemtandreceie |
S-Up, S/X-Down | S, 17.4 KW b . '
X RCP or LCP X-band may use low noise (non-
or diplexed) or diplexed path.
I il s
S-Up, SIK-Down | S, 17.4 kW P e '
K RCP or LCP Both K-band polarizations have
or similar noise characteristics.
S RCPor LCP | A Non-diplexed path
S-Down Low
Noise, with X- X-band may use low noise (non-
down, or with K- None X RCPor LCP diplexed) or diplexed path.
down, but not both K RCP or LCP Both K-band polarizations have
similar noise characteristics
Transmit and receive
polarizations are independent.
X- X-D X RCP or LCP . . .
up. own X, 18.2 kW CPorlc Requires S/X dichroic plate to be
retracted 1 no S-band.
X-Down Low Non-diplexed path with S/X
Noise None X RCPorLCP dichroic plate retracted
Requires S/K dichroic plate to be
K-Down, Low retracted 1 no S-band.
' None K RCP or LCP o
Noise Both K-band polarizations have
similar noise characteristics
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Table 1.  Summary of Available Configurations for Each Antenna (continued)
Downlink
Configuration Uplink* Remarks
Band Polarization
DSS-34 and DSS-54 (BWG)
S-Up, S-Down | S, 17.4 kW S RCP or LCP Transmit and receive
polarizations must be the same.
S RCP or LCP S-band transmit and receive
polarizations must be the same.
- X-D 17.4 kW o
S-Up, S/ix-Down S, Both X-band polarizations have
X RCP or LCP similar noise characteristics.
s RCP orLCP | e ations must be the same
S-Up, SIK-Down | S, 17.4 kW P e '
K RCP or LCP Both K-band polarizations have
or similar noise characteristics.
S RCP or LCP Non-diplexed path
S-Down Low
Noise with X None X RCP or LCP B_oth X—ba_nd polar|zat|c_)n_s have
Down, or with K- similar noise characteristics.
Down, but not both o
K RCP or LCP Bpth K-bgnd polar|zat|c_)n_s have
similar noise characteristics.
Transmit and receive
larizati ; _
X-Up, X-Down X, 17.4 kW X RCP or LCP polarizations are independent
Feed diplexer does not affect
noise characteristics.
Requires S/K dichroic plate to be
K-Down, Low retracted 1 no S-band.
' None K RCP or LCP o
Noise Both K-band polarizations have
similar noise characteristics.
X-band transmit and receive
X RCPor LCP polarizations are independent.
X-Up, X/Ka-Down, . . .
Ka-Monopulse X, 17.4 kW Monopulse is optionally available
Ka RCP only for Ka-band RCP and prevents
use of LCP.
X RCP or LCP X-band transmit and receive
X-Up, X/Ka-Down, X 17.4 KW polarizations are independent.
Dual Polarization T Simultaneous Ka RCP and LCP
Ka RCP and LCP prevents use of monopulse.

NOTE: Simultaneous X-band RCP and LCP not available at DSS-34 and DSS-54 due to having only a

single channel X-band downconverter,

t hus

RCP

fifor o LCP.
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Summary of Available Configurations for Each Antenna (continued)

Configuration

Uplink*

Downlink

Band

Polarization

Remarks

DSS-25 (BWG)

X-Up, X-Down

X, 18.2 kW

RCP and LCP

Polarization that matches transmit
uses higher noise diplexed path.
Opposite (to transmit) polarization
uses low noise (non-diplexed)
path.

X-Down Low
Noise

None

RCP and LCP

One polarization is low noise (via
non-diplexed path).

Opposite polarization is available
via higher noise diplexed path.

X/Ka-Down, Ka-
Monopulse

None

RCP and LCP

Ka

RCP only

One X-band polarization is low
noise (via non-diplexed path).
Opposite polarization is available
via higher noise diplexed path.
Use of monopulse is optional.

X-Up, X/Ka-Down,
Ka-Monopulse

X, 18.2 kW

RCP and LCP

Ka

RCP only

Polarization that matches transmit
uses higher noise diplexed path.
Opposite (to transmit) polarization
uses low noise (non-diplexed)
path.

Use of monopulse is optional.

X/Ka-Up,
X/Ka-Down,
Ka-Monopulse

X, 18.2 kW

Ka, 283 W,
LCP-only

RCP and LCP

Ka

RCP only

X-band polarization that matches
transmit uses higher noise
diplexed path.

Opposite (to X-band transmit)
polarization uses low noise (hon-
diplexed) path.

Use of monopulse is optional.
Ka-Up is reconfigurable to RCP
with equipment change.

Ka-Up, Ka-Down,
Ka-Monopulse

Ka, 283 W,
LCP-only

Ka

RCP only

Lowest noise configuration (X/Ka
dichroic plate retracted)

Use of monopulse is optional.

Ka-Up is reconfigurable to RCP
with equipment change.
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Summary of Available Configurations for Each Antenna (continued)

Configuration

Uplink*

Downlink

Band Polarization

Remarks

DSS-26, DSS-35, and DSS-55 (B

WG)

X-Up, X-Down

X, 17.4 kW
X, 67.6 kW
(see NOTE)

RCP and LCP

A
A

Transmit and receive
polarizations are independent.
Both X-band receive polarizations
are available with similar noise
characteristics.

X-Up, X/Ka-Down,
Ka-Monopulse

X, 17.4 kwW
X, 67.6 kW
(see NOTE)

RCP and LCP

Ka RCP only

Transmit and receive
polarizations are independent.
Feed diplexer does not affect
noise characteristics.

Both X-band receive polarizations
are available with similar noise
characteristics.

Monopulse is optional for Ka-band
RCP.

X-Up, X/Ka-Down,
Dual Polarization

X, 17.4 kW
X, 67.6 kW
(see NOTE)

RCP and LCP

Ka RCP and LCP

X-band transmit and receive
polarizations are independent.
Both X-band receive polarizations
are available with similar noise
characteristics.

Both Ka-band receive
polarizations are available with
similar noise characteristics.
Simultaneous RCP and LCP
prevents use of monopulse.

X/Ka-Down,
Ka-Monopulse

None

RCP and LCP

Ka RCP only

Both X-band receive polarizations
are available with similar noise
characteristics.

Monopulse is optional for Ka-band
RCP.

X/Ka-Down, Dual
Polarization

None

RCP and LCP

Ka RCP and LCP

Both X-band receive polarizations
are available with similar noise
characteristics.

Both Ka-band receive
polarizations are available with
similar noise characteristics.
Simultaneous RCP and LCP
prevents use of monopulse.
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Table 1.  Summary of Available Configurations for Each Antenna (continued)
Downlink
Configuration Uplink* Remarks
Band Polarization
DSS-36 (BWG)
S-Up, S-Down | S, 200 W S RCP or LCP Transmit and receive
polarizations must be the same.
S RCP or LCP S-band transmit and receive
polarizations must be the same.
- X-D 200 W o
S-Up, S/x-Down | S, 200 Both X-band polarizations have
X RCP and LCP similar noise characteristics.
S RCPor LCP | A Non-diplexed path
S-Down Low
Noise, X-Down None A Both X-band polarizations have
X RCP and LCP 0'h 2-band p N
similar noise characteristics.
Transmit and receive
larizati ; _
X-Up, X-Down | X, 17.4 KW X RCP and LCP polarizations are independent
Feed diplexer does not affect
noise characteristics.
X-band transmit and receive
X RCP and LCP polarizations are independent.
X-Up, X/Ka-Down, . . .
Ka-Monopulse X, 17.4 kW Monopulse is optionally available
Ka RCP only for Ka-band RCP and prevents
use of LCP.
X RCP and LCP X-band transmit and receive
X-Up, X/Ka-Down, X 17.4 KW polarizations are independent.
Dual Polarization T Simultaneous Ka RCP and LCP
Ka RCP and LCP prevents use of monopulse.

NOTE:

DSS-36 not available for S-band deep-space uplink due to low transmit power level (250 W).

*  The power listed in this column refers to the maximum available uplink power at the feedhorn
aperture, accounting for waveguide loss between transmitter output and feedhorn aperture

NOTE: X-band 67.6 kW is available at DSS-26 as of 6/2015 and will be available at future antennas
DSS-33 (Canberra) in late 2024, and DSS-53 (Madrid) in late 2020.
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S-Band Transmit Characteristics, DSS-24, -34, -36, and -54

Parameter

Value

Remarks

ANTENNA

Gain at 2067.5 MHz

(center of near-earth band,
2025-2110 MHz)

56.0 +0.2,i 0.3 dBi
(DSS-24, -34, -54)

55.8 +0.2,1 0.3 dBi
(DSS-36)

At peak of gain versus elevation curve,
referenced to feedhorn aperture for matched
polarization; no atmosphere included; triangular
probability density function (PDF) tolerance.

Gain at 2115 MHz

(center of deep-space band,
2110-2120 MHz)

56.2 +0.2,i 0.3 dBi
(DSS-24, -34, -54 only)

(DSS-36 n/a for deep

At peak of gain versus elevation curve,
referenced to feedhorn aperture for matched
polarization; no atmosphere included; triangular
probability density function (PDF) tolerance

space)
0.6 £0.1dB 20-kW transmitter output terminal (waterload
Transmitter Waveguide Loss switch) to feedhorn aperture (DSS-24,-34,-54)
1.0+0.1dB DSS-36 250-W transmitter

Half-Power Beamwidth

0.263 +£0.020 deg

Angular width (2-sided) between half-power
points at specified frequency

One polarization at a time, remotely selected.
Polarization must be the same as received

Polarization RCP or LCP o
polarization.
Peak-to-peak axial ratio defined as the ratio of
peak-to-trough received voltages with a rotating
o linearly polarized source and the feed configured
Ellipticity 1.0 dB (max)

as a circularly (elliptically) polarized receiving
antenna.

Pointing Loss

Angular See module 302 See also Figure 41.
0.01dB S-band loss using X-band CONSCAN
CONSCAN 0.1dB S-band loss using S-band CONSCAN
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Parameter Value Remarks

EXCITER AND TRANSMITTER

Power amplifier is step-tunable over the
specified range in six 20-MHz segments, with 5-

Frequency Range Covered 202512120 MHz MHz overlap between segments. Tuning
between segments can be accomplished in 30
seconds.

Instantaneous 1-dB

bandwidth 20 MHz

Coherent with earth

orbiter S-band D/L 2028.8i 2108.7 MHz 240/221 turnaround ratio
allocation

Coherent with deep

space S-band D/L 2110.2i 2117.7 MHz 240/221 turnaround ratio
channels

Coherent with deep

space X-band D/L 2110.27 2119.8 MHz 880/221 turnaround ratio

channels

Referenced to transmitter output terminal
RF Power Output (waterload switch). Settability is limited to 0.25
dB by measurement equipment precision.

20251 2110 MHz 53.01 73.0 +0.0,-1.0 | DSS-24, -34, -54 (200W i 20 kW)
(near-earth Band) dBm (near-earth and deep-space bands)
2110-2120 MHz

54.0 +0.0,-1.0 dBm DSS-36 (250 W, near-earth band only)
(deep-space band)

Power output varies across the bandwidth and may be as much as 1 dB below nominal rating.
Performance will also vary from tube to tube. Normal procedure is to run the tubes saturated, but
unsaturated operation is also possible. The point at which saturation is achieved depends on drive power
and beam voltage. The 20-kW tubes are normally saturated for power levels greater than 60 dBm (1 kW).
Minimum power out of the 20-kW tubes is about 53 dBm (200 W). Efficiency of the tubes drops off rapidly
below nominal rated output.

128.4 +0.2,i 1.0 dBm
EIRP (maximum, near-earth (DSS-24, -34, -54) At gain set elevation angle, referenced to
band) 108. 8 +0. 2,|feedhorn aperture
(DSS-36)
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S-Band Transmit Characteristics, DSS-24, -34, -36, and -54 (continued)

Parameter

Value

Remarks

EIRP (maximum, deep-
space band)

128.6 +0.2,i 1.0 dBm
(DSS-24, -34, -54 only)

At gain set elevation angle, referenced to
feedhorn aperture. DSS-36 n/a for deep-space.

Tunability

At transmitter output frequency

Phase Continuous

. 2.0 MHz
Tuning Range
Maximum Tuning Rate +12.1 kHz/s
Average over 100 ms with respect to frequenc
Frequency Error 0.012 Hz . g . P q Y
specified by predicts
Average over 4.5 s with respect to rate
Ramp Rate Error 0.001 Hz/s g P .
calculated from frequency predicts
Stability At transmitter output frequency
. From initial calibration value over 8 hours at a
Output Power Stability .
fixed frequency
Saturated Drive +0.3 dB peak
Unsaturated Drive +0.5 dB peak
Output Power Variation Across any 600 kHz segment
Saturated Drive <0.3dB p-p
Unsaturated Drive <0.5dB p-p

Group Delay Stability

O 3.5 ns

Ranging modulation signal path
(see module 203) over 8 h period

Spurious Output

17 10 Hz -50 dB
10 Hzi 1.5 MHz -60 dB
1.5 MHzi 8 MHz -45 dB

Below carrier

2nd Harmonic -85 dB
3rd Harmonic 185 dB
1140 dB At input to X-band horn, with transmitter set for

4th Harmonic

20-kW output

13th Harmonic

The 13th harmonic of the transmitter lies within
the 25.51 27.0 GHz allocation for transmitter
frequencies from 2025 to 2076.9 MHz and is
presently unfiltered
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Table 3. X-Band Transmit Characteristics, DSS-24, -25, -26, -34, -35, -36, -54,
and -55
Parameter Value Remarks
ANTENNA

Gain at 7167.5 MHz
(center of 7145-7190 MHz 66.98 +0.2,i 0.3 dBi

At peak of gain versus elevation angle
deep-space band) P g g

curve, referenced to feedhorn aperture for

) matched polarization; no atmosphere
Gain at 7212.5 MHz

(center of 7190-7235 MHz 67.03 +0.2,-0.3 dBi included; triangular PDF tolerance.
near-earth band)
Transmitter Waveguide Loss 20 kW or 80 kW transmitter output terminal

(waterload switch) to feedhorn aperture

DSS-24, -25 0.4 0.1 dB 20 kW transmitter
DSS-26, -34, -35, -36, -54, 0.6 £0.1 dB 20 kW transmitter
and -55 0.7+0.1dB 80 kW transmitter (DSS-26)
Half-Power Beamwidth Angular width (2-sided) between half-

0.077 £0.004 deg _ o
power points at specified frequency

Polarization One polarization at a time, remotely
RCP or LCP selected, independent of received
polarization.
Ellipticit Peak-to-peak axial ratio. See Table 2 for
phictty 1.0 dB (max) . P
definition.

Pointing Loss

Angular See module 302 See also Figure 42.

CONSCAN 0.1dB X-band loss with X-band CONSCAN
' reference set for 0.1 dB loss
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Table 3. X-Band Transmit Characteristics, DSS-24, -25, -26, -34, -35, -36, -54,
and -55 (continued)
Parameter Value Remarks

EXCITER AND TRAN

SMITTER

Frequency range covered

71457 7235 MHz

S-band downlink is not available with X-
band uplink because S/X Dichroic Plate will
not pass X-band uplink frequencies.

Coherent with deep
space X-band D/L
channels

7149.61 7188.9 MHz

880/749 turnaround ratio

Coherent with deep
space Ka-band D/L
allocation

7149.61 7234.6 MHz

3344/749 turnaround ratio. Note: X-band
uplink frequencies greater than 7190 MHz
are outside deep space X-band uplink
allocation.

RF Power Output

Referenced to 20/80-kW transmitter output
terminal (waterload switch). Settability is
limited to 0.25 dB by measurement
equipment precision.

7145.01 7190.0 MHz

53.01 73.0 £0.5 dBm

Deep space uplink allocation, 20 kW xmtr.

7145.01 7190.0 MHz

53.0i 79.0 £0.5 dBm

Deep space uplink allocation, 80 kW xmtr,
DSS-26 only.

7190.01 7235.0 MHz

53.0i 67.6 £0.5 dBm

Near earth uplink allocation, 20 kW xmtr,
with 5700 W upper limit (DSS-24, -25, -34,
-54, -55).

7190.01 7235.0 MHz

53.01 73.0 £0.5 dBm

Near earth uplink allocation, 20 kW xmtr,
with 20 kW upper limit (DSS-26, -35, -36).

7190.01 7235.0 MHz

53.0i 79.0 £0.5 dBm

Near earth uplink allocation, 80 kW xmtr,
DSS-26 only.

Power output varies across the bandwidth and may be as much as 1 dB below nominal rating.
Performance will also vary from tube to tube. Normal procedure is to run the tubes saturated, but
unsaturated operation is also possible. The point at which saturation is achieved depends on drive
power and beam voltage. Minimum power out of the 20-kW and 80-kW tubes is about 53 dBm (200
W). Efficiency of the tubes drops off rapidly below nominal rated output.

EIRP (maximum)

At gain set elevation angle, referenced to
feedhorn aperture

DSS-24, -25

7145.01 7190.0 MHz

139.6 +0.7 dBm

Deep space allocation, 20 kW transmitter.
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Table 3. X-Band Transmit Characteristics, DSS-24, -25, -26, -34, -35, -36, -54,
and -55 (continued)
Parameter Value Remarks

7190.01 7235.0 MHz

134.3 £0.7 dBm

Near earth allocation, 20 kW transmitter
with 5700 W upper limit.

DSS-26,-34,-35,-36,-54,-55

7145.01 7190.0 MHz

139.4 £0.7 dBm

Deep space allocation, 20 kW transmitter.

7145.01 7190.0 MHz

145.2 £0.7 dBm

Deep space allocation, 80 kW transmitter
(DSS-26 only).

7190.01 7235.0 MHz

134.0 £0.7 dBm

Near earth allocation, 20 kW transmitter
with 5700 W upper limit (DSS-34, -54, -55).

7190.01 7235.0 MHz

139.4 +0.7 dBm

Near earth allocation, 20 kW transmitter
with 20 kW upper limit (DSS-26, -35, -36)

7190.01 7235.0 MHz

145.3 £0.7 dBm

Near earth allocation, 80 kW transmitter
(DSS-26 only).

Tunability At transmitter output frequency
Phase Conti
. nuous 2.0 MHz
Tuning Range
Maximum Tuning Rate +12.1 kHz/s
Average over 100 ms with respect to
Frequency Error 0.012 Hz g - . P
frequency specified by predicts
Average over 4.5 s with respect to rate
Ramp Rate Error 0.001 Hz/s g P .
calculated from frequency predicts
Stability At transmitter output frequency
. From initial calibration value over 8 hours
Output Power Stability .
at a fixed frequency
Saturated Drive +0.3 dB peak
Unsaturated Drive +0.5 dB peak
Output Power Variation Across any 2 MHz segment
Saturated Drive <0.3dB p-p
Unsaturated Drive <0.5dB p-p

Group Delay Stability

Ranging modulation signal path over 8 h
period (see module 203)

Spurious Output

Below carrier

17 10 Hz

7150 dB
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Table 3. X-Band Transmit Characteristics, DSS-24, -25, -26, -34, -35, -36, -54,
and -55 (continued)

Parameter Value Remarks
10 Hzi 1.5 MHz 160 dB
1.5 MHzi 8 MHz 145 dB
2nd Harmonic 175 dB
3rd, 4th & 5th Harmonics 160 dB
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Table 4. Ka-Band Transmit Characteristics, DSS-25
Parameter Value Remarks
ANTENNA

Gain at 34450 MHz

At peak of gain versus elevation angle
curve, referenced to feedhorn aperture for
matched polarization; no atmosphere
included; triangular PDF tolerance.

Ka-only mode

79.58 +0.2,i 0.3 dBi

X/Ka-mode

79.43 +0.2,i 0.3 dBi

Transmitter Waveguide Loss

0.25+0.1dB

300 W transmitter output terminal
(waterload switch) to feedhorn aperture

Half-Power Beamwidth

0.016 £0.001 deg

Angular width (2-sided) between half-
power points at specified frequency

Polarization LCP RCP is available by changing mechanical
configuration of feed
Ellipticit Peak-to-peak axial ratio. See Table 2 for
Ipticity 1.0 dB (max) eo-peai axial Tl
definition.
Pointing Loss 012 dB Monopulse aided tracking with minimum

required signal level

Angular

See module 302

See also Figure 43 and Figure 44.
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Table 4. Ka-Band Transmit Characteristics, DSS-25 (continued)
Parameter Value Remarks

EXCITER AND TRANSMITTER

Frequency range covered

Exciter

34200-34700 MHz

Transmitter

34315-34415 MHz

Coherent with deep
space Ka-band D/L
channels

34317.8-34406.3 MHz

3360/3599 turnaround ratio

Coherent with deep
space X-band D/L
channels

34354.3-34409.8 MHz

880/3599 turnaround ratio

RF Power Output

47.0154.8 £0.5 dBm

Referenced to 300 W transmitter output
terminal (transmitter RF drawer rear panel
flange). Settability is limited to 0.25 dB by
measurement equipment precision.

Minimum power output is about 47 dBm (50 W) and may

operate unsaturated.

EIRP (maximum)

134.1 +0.6, -0.5 dBm

At gain set elevation angle, referenced to
feedhorn aperture

Output Power Variation <+1.0dB Across frequency band over 8 hours
Spurious Output Below carrier

17110 Hz 150 dB

10 Hzi 1.5 MHz 160 dB

1.5 MHzi 8 MHz 145 dB
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Table 5. S-and K-Band Receive Characteristics, DSS-24, -34, -36, and -54

Parameter Value Remarks

ANTENNA

At peak of gain versus elevation angle
curve, referenced to feedhorn aperture
(feed and feedline losses are accounted
for in system temperature), for matched
polarization; no atmosphere included,;
triangular PDF tolerance. See Figure 7 and
Figure 157 Figure 17 for representative
gain versus elevation curves.

Gain

56.84 +0.1,i 0.2 dBi DSS-24, -34, -54

S-band (2295 MHz) 56.63 +0.1,i 0.2 dBi DSS-36

K-band (26250 MHz) 77.2 +0.0,i 0.2 dBi Not available at DSS-36

Angular width (2-sided) between half-

Half-Power Beamwidth : i
power points at specified frequency

S-band 0.242 +0.020 deg
K-band 0.021 +0.002 deg
N Remotely selected. S-band must be same
Polarization RCPorLCP as transmit polarization
Ellipticity d1. 0 dB Peak-to-peak voltage axial ratio,

RCP and LCP. See definition in Table 2.

Pointing Loss

Angular See module 302 See also Figure 41 and Figure 43.

Recommended value for S-, X, or K-band

CONSCAN 0.1dB :
tracking
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Table 5. S- and K-Band Receive Characteristics, DSS-24, -34, -36, and -54
(continued)

Parameter Value Remarks
S-BAND RECEIVER
Frequency Range Covered 220071 2300 MHz

Recommended Maximum

) -85.0 dBm At HEMT input terminal
Signal Power

Near zenith, no atmosphere or cosmic
Antenna-Microwave Noise noise included. See Table 9 and Figure 24.
Temperature (T apw) Favorable (i) and adverse (+) tolerances
have triangular PDF.

Non-Diplexed Path Referenced to feedhorn aperture.

LNA = HEMT-1

DSS-24 26.1071.0,4+2.0K

DSS-34 24.8811.0,4+2.0 K

DSS-36 21.5771.0,42.0K

DSS-54 25.73711.0,4+2.0K

Diplexed Path Eﬁ:‘fr:erche&%?lfeedhom aperture.

DSS-24 33.4771.0,4+2.0K

DSS-34 34.4611.0,4+2.0K

DSS-36 30.4371.0,4+2.0K

DSS-54 35.3571.0,4+2.0K
Tunability Continuous
Carrier Tracking Loop Noise 0.25i 200 Effe_ctive one—sided_, noise-equivalent
B/W (Hz) carrier loop bandwidth (B()
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Table 5. S- and K-Band Receive Characteristics, DSS-24, -34, -36, and -54

(continued)

Parameter

Value Remarks

K-BAND RECEIVER

Frequency Range Covered

255001 27000 MHz

Recommended Maximum
Signal Power

At HEMT input terminal

Normal Mode

185.0 dBm

Low-gain Mode

165.0 dBm For high received power levels

Antenna-Microwave Noise
Temperature (T apw)

RCP/LCP average at 26000 MHz.
Referenced to feedhorn aperture.
See Table 9 and Figures 32-34.

DSS-24 K-only mode

20.7711.0,+3.0K

DSS-24 S/K-mode

26.5711.0,+6.0K

DSS-34 K-only mode

25.611.0,+3.0K

DSS-34 S/K-mode

31.4711.0,+6.0K

DSS-36

K-band not available

DSS-54 K-only mode

28.811.0,+3.0K

DSS-54 S/K-mode

34.6711.0,+6.0K

Low-Gain Mode

Required for signal levels in excess of
185.0 dBm

K-only (All Stations)

1567111.0,+33.0K

S/K-only (All Stations)

1857111.0,+33.0K

Tunability

1 Hz resolution

Carrier Tracking Loop Noise
B/W

Effective one-sided, noise-equivalent

0.1% of symbol rate carrier loop bandwidth (B()

Symbol Loop Acquisition
B/W

0.3% of symbol rate
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Table 6. X-Band Receive Characteristics, DSS-24

Parameter Value Remarks

MAIN ANTENNA

At peak of gain versus elevation angle
curve, referenced to feedhorn aperture
(feed and feedline losses are accounted
for in system temperature), for matched
polarization; no atmosphere included;
triangular PDF tolerance.

Gain (8425 MHz)

X-only Mode 68.24 +0.1,i 0.2 dBi S/X and S/K dichroic plates retracted.
S/X Mode 68.19 +0.1,i 0.2 dBi S/X dichroic plate extended.
Half-Power Beamwidth 0.066 +0.004 deg | AAngular width (2-sided) between hal-
power points at specified frequency
Polarization RCP or LCP Remotely Seflected.. Sa}me as or opposite
from transmit polarization
Ellipticity 50 7 dB Peak-to-peak voltage axial ratio,

RCP and LCP. See definition in Table 2.

Pointing Loss

Angular See module 302 See also Figure 42.

Recommended value when using X-band

CONSCAN 0.1dB CONSCAN reference
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Table 6. X-Band Receive Characteristics, DSS-24 (continued)
Parameter Value Remarks
RECEIVER

Frequency Range Covered

840071 8500 MHz

Recommended Maximum
Signal Power

-90.0 dBm

At maser input terminal

Antenna-Microwave Noise
Temperature (T apw)

Low-gain mode add
+20 K to values below

Near zenith, no atmosphere or cosmic
noise included. See Table 9. Favorable (i)
and adverse (+) tolerances have triangular
PDF.

Non-Diplexed Path
(84001 8500 MHz)
LNA = MASER-1

21.2871.0,+2.0K

X-band-only operation (S/X-band dichroic
plate retracted). Referenced to feedhorn
aperture.

Diplexed Path
(840071 8500 MHz)
LNA = MASER-1

30.39711.0,+2.0K

X-band-only operation (S/X-band dichroic
plate retracted). Referenced to feedhorn
aperture.

Non-Diplexed Path
(84007 8500 MHz)
LNA = MASER-1

22.7271.0,+2.0K

S/X-band operation (S/X-band dichroic
plate extended). Referenced to feedhorn
aperture.

Diplexed Path
(840071 8500 MHz)
LNA = MASER-1

31.89711.0,+2.0K

S/X-band operation (S/X-band dichroic
plate extended). Referenced to feedhorn
aperture.

Tunability

Continuous

Carrier Tracking Loop Noise
B/W (Hz)

0.257 200

Effective one-sided, noise-equivalent
carrier loop bandwidth (B )

ACQU

ISITION ANTENNA AND RECEIVER i DSS-24

Referenced to acquisition downconverter

Gain (8425 MHz) 38.0£0.5dB input terminals (includes feedline losses)

Half-Power Beamwidth 2.1 deg Angular width (2-sided) between half-
power points at specified frequency

Polarization RCP LCP is available by manual selection at

feed

Frequency Range Covered

840071 8500 MHz

System Temperature 280 £30K. Near Zenith
Tracking Bandwidths Two-sided bandwidths
Residual Carrier 4 kHz
Frequency Acquisition +150 kHz
Doppler Tracking +400 kHz
Suppressed Carrier 280 kHz Open-loop operation

Tunability

1 kHz resolution

Signal Acquisition Range

Residual Carrier

7190to 1135 dBm

Suppressed Carrier

7T90to 1119 dBm.
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Table 7. X- and Ka-Band Receive Characteristics, DSS-25, -26, -34, -35, -36, -54,
and -55
Parameter Value Remarks

MAIN ANTENNA

At peak of gain versus elevation angle
curve, referenced to feedhorn aperture
(feed and feedline losses are accounted for
in system temperature), for matched
polarization; no atmosphere included;
triangular PDF tolerance. See Figures 8 1
14 and Figures 187 23 for representative
gain versus elevation curves.

Gain

DSS-34, -36, & -54, S/X-band operation
(S/X-band dichroic plate extended). DSS-
25, -26, -35, -55 do not have S-band
capability.

X-band (8425 MHz) 68.30 +0.1,i 0.2 dBi

DSS-25, X/Ka-band operation (X/Ka-band

68.50 +0.1,10.2 dBi dichroic plate extended).

X-band (8425 MHz
( ) DSS-26, -34, -35, -36, -54, & -55, X/Ka-

68.33 +0.1,i 0.2 dBi .
band operation.

DSS-25, Ka-band only operation (X/Ka-

79.00 +0.3,1 0.3 dBi band dichroic plate retracted)

DSS-25, X/Ka-band operation (X/Ka-band

78.85+0.3,1 0.3 dBi dichroic plate extended)

Ka-band (32050 MHz) 79.18 +0.3,i 0.3 dBi | DSS-26, -35, and -55 X/Ka-band operation

78.98 +0.3,i 0.3 dBi DSS-34, X/Ka-band operation

79.34 +0.3,1 0.3 dBi DSS-36, X/Ka-band operation

78.38 +0.3,i 0.3 dBi DSS-54, X/Ka-band operation

Angular width (2-sided) between half-

Half-Power Beamwidth X i
power points at specified frequency

X-band 0.066 +0.004 deg
Ka-band 0.017 +0.002 deg
Polarization
Both polarizations simultaneously
X-band DSS-25 RCP and LCP available; polarizations of diplexed and
non-diplexed paths are remotely selected
X-band DSS-26, -35, & -55 RCP and LCP Simultaneously
X-band DSS-34 and -54 RCP or LCP Remotely selected. Independent of
transmit polarization.
Ka-band DSS-25 RCP Monopulse is available only at RCP.
_KszzbgrlgsDSS-ZG, -34, -35, RCP and LCP Monopulse is available only at RCP.

38




810-005

104, Rev. J
Table 7. X- and Ka-Band Receive Characteristics, DSS-25, -26, -34, -35, -36,
-54, and -55 (continued)
Parameter Value Remarks
o Peak-to-peak voltage axial ratio.

Ellipticity See definition in Table 2.
X-band 00. 7 dB |RCPandLCP
Ka-band 01.0 dB

Pointing Loss

Angular See module 302 See also Figures 42 and 43.

CONSCAN

X-band 0.1dB Egc’\?gcrn:Nnded value when using X-band
Recommended value when using Ka-band

Ka-band 0.1dB CONSCAN if monopulse not available or
for dual-polarization Ka-band reception.

Monopulse

X-band 0.007 dB Using Ka-band monopulse reference

Ka-band 011 dB rSugtc?agnel_glgngl 'éo er(rjo:gchannel noise

RECEIVER

Frequency Ranges

General frequency range. Specific

X-band 8200-8600 MHz antenna bandwidth restrictions listed
below.
. Tracking receiver covers bandwidth with 5
Ka-band 318001 32300 MHz

overlapping bands of © 160 MHz

Recommended Maximum

Signal Power

-90.0 dBm
-85.0 dBm

-65.0 dBm

At maser input terminal (DSS-25)

At HEMT input terminal (DSS-25, -26, -34,
-35, -36, -54, -55)

At HEMT input terminal (DSS-25, -26, -34,
-35, -36, -54, -55) for high received power
level in low-gain mode.

Antenna-Microwave Noise

Temperature (T apwy)

Low-gain mode add
+20 K for X-band,

+70 K for Ka-band,
to values below

Near zenith, no atmosphere or cosmic
noise included. See Table 9. See Figures
251 31 and Figures 35i 40 for
representative system temperature versus
elevation curves. Favorable (i) and
adverse (+) tolerances have triangular
PDF.

X-band

(with bandwidth restrictions)

DSS-25 with conventional maser/HEMT
configuration. With or without transmitter
operating. Referenced to feedhorn
aperture.
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Table 7. X- and Ka-Band Receive Characteristics, DSS-25, -26, -34, -35, -36,
-54, and -55 (continued)

Parameter

Value

Remarks

DSS-25 (RCP or LCP)
(8400-8500 MHz)

20.2071.0,+2.0K

LNA = MASER-1, non-diplexed

DSS-25 (RCP or LCP)
(8200-8600 MHz)

35.0671.0,+2.0K

LNA = HEMT-1, non-diplexed

DSS-25 (RCP or LCP)
(8400-8500 MHz)

29.2611.0,+2.0K

LNA = MASER-1, diplexed

DSS-25 (RCP or LCP)
(8200-8600 MHz)

44.8871.0,+2.0K

LNA = HEMT-1, diplexed

X-band (82007 8600 MHz)

DSS-26, -34, -35, -54, -55 with always-
diplexed dual-HEMT X/X/Ka feed. With or
without transmitter operating. Referenced
to feedhorn aperture.

DSS-26 (RCP)

16.2971.0,+2.0K

LNA = HEMT-1

DSS-26 (LCP)

154371.0,4+42.0K

LNA = HEMT-2

DSS-34 (RCP)

16.28171.0,+2.0K

X/Ka operation, LNA = HEMT-1

DSS-34 (LCP)

16.7171.0,+2.0K

X/Ka operation, LNA = HEMT-2

DSS-34 (RCP)

17.9971.0,+42.0K

S/X operation, LNA = HEMT-1

DSS-34 (LCP)

18.4371.0,+2.0K

S/X operation, LNA = HEMT-2

DSS-35 (RCP)

14.771.0,+2.0K

LNA = HEMT-1

DSS-35 (LCP)

15.071.0,+2.0K

LNA = HEMT-2

DSS-36 (RCP)

12.5971.0,+2.0K

X/Ka operation, LNA = HEMT-1

DSS-36 (LCP)

13.9571.0,+2.0K

X/Ka operation, LNA = HEMT-2

DSS-36 (RCP)

14.3171.0,+42.0K

S/X operation, LNA = HEMT-1

DSS-36 (LCP)

15.6771.0,+2.0K

S/X operation, LNA = HEMT-2

DSS-54 (RCP)

18.3171.0,+2.0K

X/Ka operation, LNA = HEMT-1

DSS-54 (LCP)

18.3171.0,+42.0K

X/Ka operation, LNA = HEMT-2

DSS-54 (RCP)

20.0371.0,+2.0K

S/X operation, LNA = HEMT-1

DSS-54 (LCP)

20.0371.0,+2.0K

S/X operation, LNA = HEMT-2

DSS-55 (RCP)

17.4271.0,+2.0K

LNA = HEMT-1

DSS-55 (LCP)

17.8271.0,+2.0K

LNA = HEMT-2

Ka-band (318001 32300
MHz)

Ka-band only operation (X/Ka-band
dichroic plate at DSS-25 retracted),
referenced to feedhorn aperture,

DSS-25 (RCP)

27.89711.0,+2.0K

LNA = HEMT-1

DSS-25 (RCP Error)

27.3071.0,+2.0K

LNA = HEMT-2

Ka-band (318001 32300
MHz)

X/Ka-band operation (X/Ka-band dichroic
plate at DSS-25 extended), referenced to
feedhorn aperture,

DSS-25 (RCP)

314171.0,+2.0K

LNA = HEMT-1
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Table 7. X- and Ka-Band Receive Characteristics, DSS-25, -26, -34, -35, -36,
-54, and -55 (continued)
Parameter Value Remarks
DSS-25 (RCP Error) 35.5371.0,+2.0K LNA = HEMT-2

Ka-band (31800i 32300
MHz)

X/Ka-band operation referenced to

feedhorn aperture

DSS-26 (RCP) 19.3671.0,+2.0K LNA = HEMT-1
DSS-26 (RCP Error) 2455711.0,+2.0 K LNA = HEMT-2
DSS-26 (LCP) 20.7711.0,4+2.0K LNA = HEMT-3
DSS-34 (RCP) 19.3871.0,+2.0K LNA = HEMT-1
DSS-34 (RCP Error) 23.2571.0,4+2.0K LNA = HEMT-2
DSS-34 (LCP) 19.61711.0,+2.0K LNA = HEMT-3
DSS-35 (RCP) 17.311.0,+2.0K LNA = HEMT-1
DSS-35 (RCP Error) TBD LNA = HEMT-2
DSS-35 (LCP) 17.271.0,+2.0K LNA = HEMT-3
DSS-36 (RCP) 12.5471.0,+2.0K

DSS-36 (RCP Error) TBD

DSS-36 (LCP) 12.1811.0,+2.0K

DSS-54 (RCP) 21.8071.0,+2.0K LNA = HEMT-1
DSS-54 (RCP Error) 25.00711.0,+2.0K LNA = HEMT-2
DSS-54 (LCP) 21.8011.0,+2.0K LNA = HEMT-3
DSS-55 (RCP) 20.8071.0,+2.0K LNA = HEMT-1
DSS-55 (RCP Error) 21.9811.0,+2.0K LNA = HEMT-2
DSS-55 (LCP) 19.8371.0,+2.0K LNA = HEMT-3

Carrier Tracking Loop Noise
B/W

0.257 200 Hz

Effective one-sided, noise-equivalent
carrier loop bandwidth (BL). See module

202
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Table 7. X- and Ka-Band Receive Characteristics, DSS-25, -26, -34, -35, -36,
-54, and -55 (continued)

Parameter ‘ Value ‘ Remarks

ACQUISITION ANTENNA AND RECEIVER - DSS-34 AND DSS-54

Gain (8425 MH?) 3020508 | {0 Ak (ineluces feediine losaes)
Half-Power Beamwidth 2.1 deg Qg\?vglra;r)c\)ﬂilﬁ;ha(tzs_;g;gég?:év(:fgnzslf_
Polarization RCP L_eC;I; is available by manual selection at
Frequency Range Covered 84001 8500 MHz

System Temperature 280 +30K. Near Zenith

Tracking Bandwidths Two-sided bandwidths

Residual Carrier 4 kHz

Frequency Acquisition +150 kHz

Doppler Tracking +400 kHz

Suppressed Carrier 280 kHz Open-loop operation

Tunability 1 kHz resolution

Signal Acquisition Range

Residual Carrier 190to 7135 dBm

Suppressed Carrier 190to 71119 dBm.
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Table 8. Gain Reduction Due to Wind Effects on Structural Deformation and
Pointing Error

Wind Speed Gain Reduction (dB)*

(km/hr) (mph) S-Band X-Band K-Band Ka-Band
10 6 negligible negligible 0.02 0.03
30 18 negligible 0.02 0.19 0.29
50 30 negligible 0.06 0.53 0.80

*  Maximum total combined effects of structural deformation and pointing error at
various wind speeds.
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Table 9.  Tawmw, Tsky, and Top for CD=25% Average Clear Weather at Zenith,
Referenced to Feedhorn Aperture

Frequency, Station, and Configuration

Noise Temperatures, K

Tamw Tsky Top
S-band, DSS-24, S/X or S/K, HEMT-1, RCP or LCP, non-diplexed 26.10 4.68 30.78
S-band, DSS-24, S/X or S/K, HEMT-1, RCP or LCP, diplexed 33.47 4.68 38.15
S-band, DSS-34, S/X or S/K, HEMT-1, RCP or LCP, non-diplexed 24.88 4.86 29.74
S-band, DSS-34, S/X or S/K, HEMT-1, RCP or LCP, diplexed 34.46 4.86 39.32
S-band, DSS-36, S/X or S/K, HEMT-1, RCP or LCP, non-diplexed 21.57 4.86 26.43
S-band, DSS-36, S/X or S/K, HEMT-1, RCP or LCP, diplexed 30.43 4.86 35.29
S-band, DSS-54, S/X or S/K, HEMT-1, RCP or LCP, non-diplexed 25.73 4.80 30.53
S-band, DSS-54, S/X or S/K, HEMT-1, RCP or LCP, diplexed 35.35 4.80 40.15
X-band, DSS-24, X-only, MASER-1, RCP or LCP, non-diplexed 21.28 5.04 26.32
X-band, DSS-24, X-only, MASER-1, RCP or LCP, diplexed 30.39 5.04 35.43
X-band, DSS-24, S/X, MASER-1, RCP or LCP, non-diplexed 22.72 5.04 27.76
X-band, DSS-24, S/X, MASER-1, RCP or LCP, diplexed 31.89 5.04 36.93
X-band, DSS-25, X/Ka, MASER-1, RCP or LCP, non-diplexed 20.20 5.04 25.24
X-band, DSS-25, X/Ka, HEMT-1, RCP or LCP, non-diplexed 35.06 5.04 40.10
X-band, DSS-25, X/Ka, MASER-1, RCP or LCP, diplexed 29.26 5.04 34.30
X-band, DSS-25, X/Ka, HEMT-1, RCP or LCP, diplexed 44.88 5.04 49.92
X-band, DSS-26, X/Ka, HEMT-1, RCP, diplexed 16.29 5.04 21.33
X-band, DSS-26, X/Ka, HEMT-2, LCP, diplexed 15.43 5.04 20.47
X-band, DSS-34, X/Ka, HEMT-1, RCP, diplexed 16.28 5.33 21.61
X-band, DSS-34, X/Ka, HEMT-2, LCP, diplexed 16.71 5.33 22.04
X-band, DSS-34, S/X, HEMT-1, RCP, diplexed 17.99 5.33 23.32
X-band, DSS-34, S/X, HEMT-2, LCP, diplexed 18.43 5.33 23.76
X-band, DSS-35, X/Ka, HEMT-1, RCP, diplexed 14.7 5.33 20.0
X-band, DSS-35, X/Ka, HEMT-2, LCP, diplexed 15.0 5.33 20.3
X-band, DSS-36, X/Ka, HEMT-1, RCP, diplexed 12.59 5.33 17.92
X-band, DSS-36, X/Ka, HEMT-2, LCP, diplexed 13.95 5.33 19.28
X-band, DSS-36, S/X, HEMT-1, RCP, diplexed 14.31 5.33 19.64
X-band, DSS-36, S/X, HEMT-2, LCP, diplexed 15.67 5.33 21.00
X-band, DSS-54, X/Ka, HEMT-1, RCP, diplexed 18.31 5.21 23.52
X-band, DSS-54, X/Ka, HEMT-2, LCP, diplexed 18.31 5.21 23.52
X-band, DSS-54, S/X, HEMT-1, RCP, diplexed 20.03 5.21 25.24
X-band, DSS-54, S/X, HEMT-2, LCP, diplexed 20.03 5.21 25.24
X-band, DSS-55, X/Ka, HEMT-1, RCP, diplexed 17.42 5.21 22.63
X-band, DSS-55, X/Ka, HEMT-2, LCP, diplexed 17.82 5.21 23.03
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Table 9. TAMW, Tsky, and Top for CD=25% Average Clear Weather at
Zenith, Referenced to Feedhorn Aperture (continued)

Frequency, Station, and Configuration

Noise Temperatures, K

Tamw Tsky Top
K-band, DSS-24, K-only, HEMT-1, RCP, non-diplexed, 25.5 GHz 19.8 10.3 30.1
K-band, DSS-24, K-only, HEMT-2, LCP, non-diplexed, 25.5 GHz 27.3 10.3 37.6
K-band, DSS-24, S/K, HEMT-1, RCP, non-diplexed, 25.5 GHz 30.4 10.3 40.7
K-band, DSS-24, S/K, HEMT-2, LCP, non-diplexed, 25.5 GHz 37.9 10.3 48.2
K-band, DSS-24, K-only, HEMT-1, RCP, non-diplexed, 26.0 GHz 17.7 10.1 27.8
K-band, DSS-24, K-only, HEMT-2, LCP, non-diplexed, 26.0 GHz 23.7 10.1 33.8
K-band, DSS-24, S/K, HEMT-1, RCP, non-diplexed, 26.0 GHz 23.6 10.1 33.7
K-band, DSS-24, S/K, HEMT-2, LCP, non-diplexed, 26.0 GHz 29.6 10.1 39.7
K-band, DSS-24, K-only, HEMT-1, RCP, non-diplexed, 27.0 GHz 21.0 10.1 31.1
K-band, DSS-24, K-only, HEMT-2, LCP, non-diplexed, 27.0 GHz 25.6 10.1 35.7
K-band, DSS-24, S/K, HEMT-1, RCP, non-diplexed, 27.0 GHz 30.6 10.1 40.7
K-band, DSS-24, S/K, HEMT-2, LCP, non-diplexed, 27.0 GHz 35.2 10.1 45.3
K-band, DSS-34, K-only, HEMT-1, RCP, non-diplexed, 25.5 GHz 25.1 13.3 38.4
K-band, DSS-34, K-only, HEMT-2, LCP, non-diplexed, 25.5 GHz 26.5 13.3 39.8
K-band, DSS-34, S/K, HEMT-1, RCP, non-diplexed, 25.5 GHz 35.7 13.3 49.0
K-band, DSS-34, S/K, HEMT-2, LCP, non-diplexed, 25.5 GHz 37.1 13.3 50.4
K-band, DSS-34, K-only, HEMT-1, RCP, non-diplexed, 26.0 GHz 255 13.0 385
K-band, DSS-34, K-only, HEMT-2, LCP, non-diplexed, 26.0 GHz 25.6 13.0 38.6
K-band, DSS-34, S/K, HEMT-1, RCP, non-diplexed, 26.0 GHz 31.4 13.0 44.4
K-band, DSS-34, S/K, HEMT-2, LCP, non-diplexed, 26.0 GHz 315 13.0 445
K-band, DSS-34, K-only, HEMT-1, RCP, non-diplexed, 27.0 GHz 23.9 12.8 36.7
K-band, DSS-34, K-only, HEMT-2, LCP, non-diplexed, 27.0 GHz 247 12.8 37.5
K-band, DSS-34, S/K, HEMT-1, RCP, non-diplexed, 27.0 GHz 335 12.8 46.3
K-band, DSS-34, S/K, HEMT-2, LCP, non-diplexed, 27.0 GHz 34.3 12.8 47.1
K-band, DSS-54, K-only, HEMT-1, RCP, non-diplexed, 25.5 GHz 284 11.9 40.3
K-band, DSS-54, K-only, HEMT-2, LCP, non-diplexed, 25.5 GHz 30.9 11.9 42.8
K-band, DSS-54, S/K, HEMT-1, RCP, non-diplexed, 25.5 GHz 39.0 11.9 50.9
K-band, DSS-54, S/K, HEMT-2, LCP, non-diplexed, 25.5 GHz 41.5 11.9 534
K-band, DSS-54, K-only, HEMT-1, RCP, non-diplexed, 26.0 GHz 28.3 11.7 40.0
K-band, DSS-54, K-only, HEMT-2, LCP, non-diplexed, 26.0 GHz 29.2 11.7 40.9
K-band, DSS-54, S/K, HEMT-1, RCP, non-diplexed, 26.0 GHz 34.2 11.7 45,9
K-band, DSS-54, S/K, HEMT-2, LCP, non-diplexed, 26.0 GHz 351 11.7 46.8
K-band, DSS-54, K-only, HEMT-1, RCP, non-diplexed, 27.0 GHz 26.9 11.6 38.5
K-band, DSS-54, K-only, HEMT-2, LCP, non-diplexed, 27.0 GHz 26.8 11.6 38.4
K-band, DSS-54, S/K, HEMT-1, RCP, non-diplexed, 27.0 GHz 36.5 11.6 48.1
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Table 9. TAMW, Tsky, and Top for CD=25% Average Clear Weather at

Zenith, Referenced to Feedhorn Aperture (continued)

Frequency, Station, and Configuration

Noise Temperatures, K

Tamw Tsky Top
K-band, DSS-54, S/K, HEMT-2, LCP, non-diplexed, 27.0 GHz 36.4 11.6 48.0
Ka-band, DSS-25, Ka-only, HEMT-1, RCP, diplexed 27.89 11.44 39.33
Ka-band, DSS-25, Ka-only, HEMT-2, RCP-error, diplexed 27.30 11.44 38.74
Ka-band, DSS-25, X/Ka, HEMT-1, RCP, diplexed 31.41 11.44 42.85
Ka-band, DSS-25, X/Ka, HEMT-2, RCP-error, diplexed 35.53 11.44 46.97
Ka-band, DSS-26, X/Ka, HEMT-1, RCP, non-diplexed 19.36 11.44 30.80
Ka-band, DSS-26, X/Ka, HEMT-2, RCP-error, non-diplexed 24.55 11.44 35.99
Ka-band, DSS-26, X/Ka, HEMT-3, LCP, non-diplexed 20.77 11.44 32.21
Ka-band, DSS-34, X/Ka, HEMT-1, RCP, non-diplexed 19.38 14.08 33.46
Ka-band, DSS-34, X/Ka, HEMT-2, RCP-error, non-diplexed 23.25 14.08 37.33
Ka-band, DSS-34, X/Ka, HEMT-3, LCP, non-diplexed 19.61 14.08 33.69
Ka-band, DSS-35, X/Ka, HEMT-1, RCP, non-diplexed 17.3 14.08 314
Ka-band, DSS-35, X/Ka, HEMT-2, RCP-error, non-diplexed TBD 14.08 TBD
Ka-band, DSS-35, X/Ka, HEMT-3, LCP, non-diplexed 17.2 14.08 31.3
Ka-band, DSS-36, X/Ka, HEMT-1, RCP, non-diplexed 12.54 14.08 26.62
Ka-band, DSS-36, X/Ka, HEMT-2, RCP-error, non-diplexed TBD 14.08 TBD
Ka-band, DSS-36, X/Ka, HEMT-3, LCP, non-diplexed 12.18 14.08 26.26
Ka-band, DSS-54, X/Ka, HEMT-1, RCP, non-diplexed 21.80 13.28 35.08
Ka-band, DSS-54, X/Ka, HEMT-2, RCP-error, non-diplexed 25.00 13.28 38.28
Ka-band, DSS-54, X/Ka, HEMT-3, LCP, non-diplexed 21.80 13.28 35.08
Ka-band, DSS-55, X/Ka, HEMT-1, RCP, non-diplexed 20.80 13.28 34.08
Ka-band, DSS-55, X/Ka, HEMT-2, RCP-error, non-diplexed 21.98 13.28 35.26
Ka-band, DSS-55, X/Ka, HEMT-3, LCP, non-diplexed 19.83 13.28 33.11

NOTE: For low-gain mode add +20 K (X-band), +180 K (K-band), +70 K (Ka-band)
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Figure 4. Functional Block Diagram of the DSS-34 and DSS-54 Antennas
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Figure 5. Functional Block Diagram of the DSS-36 Antenna
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X-band uplink is not available when S-band downlink is required
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Figure 6. Functional Block Diagram of the DSS-55 Antenna
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